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Analysis and Recommended Actions: 

Analysis: Possible dirty, corroded, loose or improperly terminated connection creating increased 
resistance and heat. 
 

Recommendation: 
 

SHUT DOWN IMMEDIATELY - Have a qualified electrician diagnose specific 
problem and make repair recommendations. 

Comments: Non-metallic component surface temperatures are cooler than the actual conductor 
within the component. Shiny, metallic components found in electrical equipment have 
varying emissivities which often do not reflect the actual component temperature. 

                                                                                        

 

Infrared Inspection Report 
for 

Sample Hotel & Casino 

Inspection Date: 
 

May 18, 2007 

Thermogram  Digital Image 
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Image Date  5/18/2007  
Image Time  6:24:28 AM  
Image File name  IR_0009.jpg  
Sp1 Temperature  100.6 °F  
Sp2 Temperature  215.4 °F  
Sp3 Temperature  133.0 °F  
Sp4 Temperature  124.0 °F  
Dt1 Value  114.8   

Ambient 
   Temperature 

78 Degrees F (Approximately) 

Location Parking Garage 

Equipment 
 

Panel – (Not Labeled) 
Façade LGT Disconnect 

Rating 
 

100 Amps 

Actual Load 
 

Not Verified 

Severity Critical  - > 100Degrees F 
               rise above ambient. 
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